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The primary motion of the machine is frequency controlled, and therefore is easy and simple to adjust. Hydrostatic guide way and
hydrostatic bearings are adopted on the cutter head to ensure a high guiding accuracy and to enable the machine performing high
speed cutting operations. The newly developed two-cam cutter relieving mechanism has substantially minimized the machine’s
vibration. The guideways are hardened and coated with a HNT wear-resistance coating. The hydraulic oil tank and coolant tank
are independently separated. The cooling oil runs around the machine bed for an ideal thermal balance. High precision double-

lead worm shafts are adopted on the cutter head and worktable.




YS5120CNCE! #iz S iE
CNC High Speed Gear Shaping Machine Model YS5120CNC

(*ﬂﬁigéiﬁ: ) Main technical specifications

RAMLERE IMEES Max. workpiece dia. External gear 200mm
RSk Internal gear 60+d7Jmm
AR Max. module to be cut 4mm
RRPIEKE Max. stroke length 40mm
TIE E4TIESEE Max. cutter spindle nose to worktable face 50mm
RAMIEEE Max. face width to be cut 30mm
FiHhinmE LIEATRIES Distance from cutter spindle nose to worktable face ~ [205~255mm
TIEFOEZE TIEEHROEINES Distance from cutter center to worktable center —-30~200mm
TIEEEEER Worktable diameter 260mm
TIEEEALE Dia. of worktable hole 120mm

TNEFHESIENZEILLTIE

Radial back-off of cutter spindle at the up—most
position

>0.32 mm

TNEFHDIZE (TRTE)

Strockerate of cutter spindle(infinitely variable)

400~1750strock/min

TIEEFE#AE (D1005HEET])

Circular federate of the cutter(a cutter of ® 100)

4~5000 mm/min

TR, HEYIATHE, BEhEE

Infinitely variable, and can be preset and automatically
switched for rough—cut and finish cut

MHEREHEE

Radial federate of column

0.001~0.2 mm/stroke

TR, HYIATHUERHEE

Infinitely variable, and can be preset and automatically
switched for rough—cut and finish cut

SLAETR [E) PR Radial federate of column 2000 mm/min
TIEERakE Max. worktable rotation speed 16rpm
FEE INE Main drive motor Power 5.5kw

iR speed 1450rpm
B E{FRR AL IhE Circular feed servo motor ~ Power 3.5kw

iR speed 2000rpm
ZEE{FIRRERHL R Radial feed servo motor Power 3.5kw

iR speed 2000rpm
HERENIMERST(HEXEXT) Overall dimensions(L x W x H) 1700 x 1200 x 1950mm
HAREE Net weight 5500kg
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